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1
PHYSICAL CHANNEL BUNDLING IN DATA
TRANSMISSION

BACKGROUND

Data communication becomes increasingly important in
business as well as at home. For example, distribution of
video, TV and voice data at home or in the office is becoming
more and more popular. To address this trend, high data rate
and QoS for any kind of wired as well as wireless data con-
nection is essential. The achievable data rate within one
physical channel decreases with the increase of disturbers and
the distance to be bridged, i.e. the above mentioned services
may not be distributable via one physical channel with the
appropriate quality to receivers which exceed a certain dis-
tance to the service distributor.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 shows a block diagram according to an embodiment
of the present invention;

FIG. 2 shows aflow chart diagram according to an embodi-
ment of the present invention;

FIG. 3 shows a block diagram according to an embodiment
of the present invention;

FIG. 4 shows a block diagram according to an embodiment
of the present invention;

FIG. 5 shows a block diagram according to an embodiment
of the present invention; and

FIG. 6 shows a circuit diagram according to an embodi-
ment of the present invention.

DETAILED DESCRIPTION

The following detailed description explains exemplary
embodiments of the present invention. The description is not
to be taken in a limiting sense, but is made only for the
purpose of illustrating the general principles of embodiments
of the invention while the scope of protection is only deter-
mined by the appended claims.

Inthe various figures, identical or similar entities, modules,
devices circuits etc. may have assigned the same reference
number.

FIG. 1 shows an exemplary embodiment of a data commu-
nication system 100. The data communication system has a
transmitter 102 and a receiver 104. Transmitter 102 and
receiver 104 can be implemented as transceiver i.e. may be
capable of transmitting and receiving. Transmitter 102 and
receiver 104 may be implemented on chips using only hard-
ware or using hardware in combination with firmware. The
data communication system 100 provides a transmission of
data from the transmitter by bundling at least two physical
channels 114 and 115. The physical channels 114 and 115 or
one of the physical channels 114 and 115 may be physical
channels of a shared transmission medium such as a trans-
mission medium of a WLAN (wireless local area network).
The physical channels 114 and 115 or one of the physical
channels 114 and 115 may in an embodiment be a frequency
channel of a plurality of frequency channels, a frequency
band of a plurality of frequency bands, a wired transmission
line, or a predetermined timeslot of a time division commu-
nication etc. For example, in one embodiment, the physical
channels may be physical channels of ahome network includ-
ing WLAN frequency channels or WLAN frequency bands,
wired channels such as an Ethernet cable connection, a cop-
per wire connection etc. In one embodiment at least one of the
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physical channels utilizes MIMO operation. In another
embodiment, each of the bundled physical channels utilizes a
MIMO operation on this channel.

The physical channels bundled to transfer the data stream
may be physical channels of different media. In embodi-
ments, one physical channel may be a wired channel while the
other physical channel in the bundling is a wireless physical
channel such as a WLAN physical channel. In embodiments,
the first and second physical channel may be a WLAN chan-
nel of a plurality of WLAN channels or a WLAN frequency
band of a plurality of WLAN frequency bands.

Bundling of the physical channels is provided in embodi-
ments such that the transmission of data of one partial stream
over one physical channel within the bundle is independent
from the transmission of data of another partial stream over
another physical channel of the bundled physical channels.
According to embodiments, independency of the data trans-
mission is provided within the transmitter and the receiver for
each of the physical channels by separate MAC entities pro-
cessing at least a part of the MAC processing required for the
transmission.

FIG. 1 shows therefore the transmitter 102 having two
separate MAC (media access control) entities 106 and 108
and the receiver 104 having two separate MAC entities 110
and 112 which operate to provide at least a part of the entire
MAC processing required for the data transmission over the
two physical channels 114 and 115.

Transmitter 102 has an input 112 to receive a data stream to
be transmitted to the receiver 104. The data stream may for
example be a data stream coming from a distribution network
for example a data stream from a router or switch, a data
stream coming from a network exchange device etc. The data
stream may comprise data units such as MSDUs (MAC ser-
vice data units) or other data units. The transmitter 102 has a
bundling entity 118 configured to fragment the data stream
received at input 112 into fragments. The fragments are dis-
tributed to the MAC entities 106 and 108 such that first
fragments are distributed to the MAC entity 106 and second
fragments are distributed to the MAC entity 108. The MAC
entity 106 provides then at least a part of the MAC processing
for the first fragments and the MAC entity 108 provides at
least a part of the MAC processing for the second fragments.
As described above, the MAC entities 106 and 108 are further
configured to provide the MAC processing by the first MAC
entity independent from the MAC processing by the second
MAC entity. Independent processing includes in one embodi-
ment that the transmission time of the separated first and
second fragments is scheduled independently, i.e. the first
fragments are transmitted independent whether the second
channel is also available for transmission or not and the sec-
ond fragments are transmitted independent whether the first
channel is available for transmission or not.

For transmitting the fragments over the physical channels
114 and 115, the MAC entities 106 and 108 are coupled to
respective outputs 111 and 113. Outputs 111 and 113 may
include for example radio circuits to modulate the transmis-
sion data on a carrier signal, transformers to transmit the
signal on a wire etc. Furthermore, it is to be understood that
between the MAC entities 106, 108 and the outputs 111, 113
other components or entities required for the specific type of
transmission on the respective physical channel may be pro-
vided. For example, a PHY layer (Physical layer) entity may
be arranged for each physical channel between the MAC
entities 106, 108 and the outputs to provide PHY layer pro-
cessing as shown in FIG. 1 with dashed lines. It is to be
understood that in embodiments any components or entities
arranged between the MAC entity 106 and the output 111
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perform independent from the components or entities
arranged between the MAC entity 108 and the output 113.

The receiver 104 has an input 116 to receive from the first
physical channel 114 the first fragments of the data stream
transmitted from the transmitter 102 to the receiver 104 and
an input 117 to receive from the second physical channel 115
the second fragments of the data stream. Similar to the trans-
mitter 102, the MAC entity 110 in the receiver 104 provides at
least a part of the MAC processing for the first fragments and
a MAC entity 112 provides at least a part of the MAC pro-
cessing for the second fragments independent from each
other. Furthermore, a bundling entity 120 is provided in the
receiver 104 which is configured to recombine the first and
second fragments into a single data stream. The bundling
entity 120 is coupled to an output 122 which provides the
received data stream to data applications within the receiver,
to other devices external the receiver, to a network coupled to
the receiver etc.

It is to be mentioned that in an embodiment the entire MAC
processing for both physical channels may be provided sepa-
rate for the two physical channels by the two MAC entities at
the receiver and by the two MAC entities at the transmitter. In
another embodiment, an upper part of the MAC processing
may be performed common for both physical channels by a
further common MAC entity 126 and 128 on top of the two
separate MAC entities as shown in FIG. 3.

A flow diagram 200 showing the bundling of the first and
second physical channel is shown in FIG. 2. At 210, the data
stream is separated into a first partial data stream and a second
partial data stream. In embodiments, the separating into a first
and second partial stream may be provided between the MAC
layer and layer 3 (Network Layer) of the OSI model or at a
sublayer of the MAC layer higher than the MAC extent sub-
layer. In the embodiment of FIG. 1, the data stream is shown
with reference number 124 and the first and second partial
data streams are shown with reference numbers 124 and
124b.

At 220, the first partial data stream is transmitted on the
first physical channel from the transmitter to the receiver and
the second partial data stream on the second physical channel
from the transmitter to the receiver. As described above, trans-
mitting of the first partial data stream on the first physical
channel is provided independent from transmitting the sec-
ond partial data stream on the second physical channel. At
230, the first and second partial data streams are aggregated at
the receiver to retrieve the data stream at the receiver. The
retrieved data stream is shown in FI1G. 1 by reference number
130.

In an embodiment, determining whether the physical chan-
nel is occupied by a data transfer of another transmitter may
be performed for each of the bundled physical channels.
Determining whether the physical channel is occupied may
include for example determining whether another station
such as a WLAN station temporally transmits on the same
physical channel or is assigned to transmit by a transmission
scheduling. According to an embodiment, data are transmit-
ted on the respective physical channels when availability is
determined for the respective physical channel, i.e. the physi-
cal channel is not occupied by the data transmission of other
devices or otherwise blocked. Data may be transmitted on this
physical channel every time the first physical channel is not
occupied. The detection of the availability of the channel may
be for example contention-window based which is a tech-
nique used in existing WLAN systems.

The data may be transmitted in one of the channel inde-
pendent of whether the other channel is available or not. This
gives the flexibility of utilizing any of the bundled physical
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channels for transmitting fragments of the data stream as soon
as the physical channel is not occupied by another device
which provides a higher throughput for systems using a
shared medium such as for example WLAN or allows to
obtain a longer operating distance for the same throughput. At
the receiver side, intermediate buffering of the fragments
allows the independency of the transmission. Buffering may
be provided until the complete other partial data stream has
arrived on the receiver side and is ready for reassembly. In one
embodiment, data transmitted on the first physical channel
are packed into frames or packets. Embodiments may provide
determining whether the first physical channel is occupied
before each transmission of a frame or packet.

In one embodiment, the mode of operation may be
switched from an independent transmission operation
wherein the data are processed in the MAC layer entities
independently as described above to a non-independent trans-
mission mode. In the non-independent transmission mode,
data are transmitted in the first and second physical channel
only when both the first and second physical channel are not
occupied by data transmission from at least one other trans-
mitter of the network.

According to one embodiment, the fragments are indicated
in order to provide for each fragment of the data an indication
of'the position in the data stream such that when aggregating
the first and second partial stream the indication is used to
aggregate the fragments with the correct order.

Referring now to FIG. 4, an embodiment of a bonding in a
WLAN system is described. In this embodiment, two physi-
cal channels are utilized for bundling of one data stream.
Furthermore, in this embodiment MIMO operation may be
provided for each of the physical channels, i.e. each physical
channel transmits by utilizing MIMO. FIG. 4 shows an input
406 where MSDUs (MAC service data units) which are to be
transmitted are received at the bundling entity from a higher
layer entity. The received MSDUs are fragmented at a frag-
mentation entity 408 and then provided to fragment buffers
402 and 404 for buffering the fragments when a physical
channel is occupied. The fragments are then provided to a
distribution entity 410 which distributes the received stream
of fragments to two partial streams TX-BS1 and TX-BS2.
The partial streams are then provided to MAC data plane
entities 412a and 41254, respectively. Each of the MAC data
plane entities 412a and 4125 are operating independently. For
example the MAC data plane entities 412a and 4125 are able
to receive and process the fragments to be transmitted at
different time instances. The data plane entities 412a and
412b are one part of the MAC functionality provided for each
of'the physical channels. MAC extent entities 414a and 4145
provide other MAC functionality such as PCF (point coordi-
nating function), EDCA (Enhanced distributed channel
access), and HCCA (HFC (Hybrid coordination function)
controlled channel access). Furthermore, the MAC extent
entities 414a and 41456 provide DCF (distributed coordina-
tion functions) functionality for each of the separate MAC
paths assigned to each physical channel. It is to be noted that
the functionalities PCF, EDCA, HCCA and DCF are known
to a person skilled in the art and are therefore not described in
more detail herein.

From the MAC extent entities 414a and 4145 the data
stream is passed to the scrambler entities 416a and 4165,
respectively. Encoding is then provided by encoding entities
418a and 4185, respectively, for securing the data. The two
partial streams are then respectively parsed by stream parsers
420a and 4205 into respectively two streams allowing to
provide for each physical channel two MIMO streams which
are transmitted to the receiver to implement for each physical
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channel a MIMO operation, for example a 2x2 MIMO opera-
tion. The two streams for the partial data stream TX-BS1 are
then provided to interleaver entities 422a and 4225 and the
two streams for the partial data stream TX-BS2 are provided
to interleaver entities 422¢ and 422d. QAM mapping is pro-
vided for the two streams of the partial data stream TX-BS1
by QAM mapper entities 424a and 4245 and for the two
streams of the partial data stream TX-BS2 by QAM mapper
entities 424¢ and 4244d. The two streams of the partial data
stream TX-BS1 are then provided to a STBC entity 4264 for
providing space time block coding for the two streams of
TX-BS1. The two streams of the data stream TX-BS2 are
provided to a STBC entity 4265 for providing space time
block coding for the two streams of TX-BS2. CSD (cyclic
shift diversity) processing is provided for the two streams of
each partial data streams by CSD entities 428a-428d, respec-
tively. Cyclic shift diversity is a transmit diversity technique
which utilizes a signal spreading technique that spreads the
spatial stream across multiple antennas by transmitting the
signal on the multiple antennae with different phases. Spatial
mapping for the two data streams of the partial data stream
TX-BS1 may be provided by an entity 430a and spatial map-
ping for the two data streams of the partial data stream TX-
BS2 may be provided by an entity 4305.

The two streams for each partial stream are then provided
to IFFT (inverse Fast Fourier Transformation) entities 432a-d
which provides conversion from the frequency domain to the
time domain. Prefix/window processing is provided by enti-
ties 434a-d. The two streams of the partial data stream TX-
BS1 are provided to a RF interface 4364 which provides to the
baseband signals from each chain to a radio circuit for mixing
with a carrier signal for each of the two streams of TX-BS1.
The two carrier modulated signals are then transmitted via
two antennas to the receiver. Similar, the two streams of the
partial data stream TX-BS2 are provided to a RF interface
4365 which provides the base band signals to a radio circuit
for mixing with a carrier signal. The two carrier modulated
signals of the two streams are then transmitted via 2 antennas
to the receiver.

At the receiver side, the same data flow in the reverse
direction with reversed functionalities is provided. Persons
skilled in the art will realize the implementation of the
reversed data flow with reversed functionalities and therefore
no further details are provided herein.

It is to be noted that the bundling entity at the transmitter
site is configured to provide synchronization with the bun-
dling entity at the receiver side. Furthermore, the bundling
entity provides fragmentation of the received data and adds an
identification to each fragment. In another embodiment, the
fragmentation as standardized in the IEEE 802.11 may be
used for providing the fragmentation. The bundling entity
further distributes the fragments to the transmitter side data
streams TX-BS1 and TX-BS2 assigned to the two physical
channels which are bundled in the transmission. In one
embodiment, the bundling entity is capable to be operated in
two operation modes. In one operation mode, the fragments
are transmitted whenever one of the physical channels which
are used for bundling is ready to send. This independency of
transmit scheduling is achieved by providing two separate
and independent partial data streams throughout at least the
MAC extent entities such that the MAC extent function can be
executed independent for each physical channel. The second
operation mode is an operation mode wherein the MAC
extent function is executed for each of the partial data streams
not independently, i.e. one MAC extent entity or synchro-
nized MAC extent entities provides the processing for the
bundled physical channel. It is to be noted, that the compo-
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nents or entities from the encoder entity to the RF interface
entity may be identical to the components or entities used in
a transmitter scheme according to IEEE 802.11n for MIMO
operation. Hierarchically higher than the encoder entity,
separate independent processing chains are provided corre-
sponding to the number of physical channels to be bundled
because it has to be ensured that the transmission is com-
pletely independent for all physical channels. As outlined
above, the delayed transmission period of transmission on the
first physical channel compared to transmission on the second
physical channel or vice versa is compensated by Tx-Buffers
402 and 404 respectively.

At the receiver side, the bundling entity is configured to
provide the synchronization with the bundling entity at the
transmitter side. Furthermore, the bundling entity provides
the de-fragmentation of the received partial data streams and
generates the single output data stream.

Referring now to FIG. 5, a further embodiment of the
present invention is described. This embodiment allows to
provide in one mode a Normal-MIMO operation wherein all
chains are part of the same MIMO transmission. In another
mode, the same components or entities utilized in the Nor-
mal-MIMO operation are utilized to provide a bundling of
physical channels. As will be outlined below in more detail, in
the bundling of physical channels one or more of the physical
channels may be MIMO operated.

Inthis embodiment, the processing chain in the baseband is
similar for the MIMO operation and the bundling mode
operation. However, in the bundling mode, instead of trans-
mitting in the MIMO operation the data in the same channel
over multiple spatial paths to the antennae of the receiver, the
data is distributed in the bundling mode in different channels
to the receiver antennae thereby bundling these different
physical channels to one logical channel.

FIG. 5 shows a transmitter as distinguished to the transmit-
ter shown in FIG. 4 with a single data stream processing
upstream of the error correction encoding. As can be seen, a
single MAC data plane entity 412, a single MAC extent entity
414 and a single scrambler 416 is provided allowing in the
normal MIMO and the bundling mode the common process-
ing for both physical channels. The data stream from the
scrambler is then passed to an encoder parser 502 parsing the
data stream to two error correction encoders 418a and 4185.
A stream parser 420 is then provided which distributes the
encoded data streams from each of the encoders 4184 and
4186 to the four chains. The stream parser 420 is configurable
to distribute the data stream according to each mode the
transmitter is operating currently. The transmitter 500 can be
operated for example in the normal MIMO mode utilizing all
4 chains for MIMO operation in one physical channel or in the
bundling mode utilizing one pair of chains for providing
MIMO operation on a first physical channel and utilizing the
other pair of chains for utilizing MIMO operation for the
other physical channel. In this case, some of the chains serve
together to provide for a physical channel MIMO operation.
In the bundling mode also one operation is configurable
wherein all chains are assigned to different physical channels.
This means that in this mode each of the physical channels is
operated independently from the others. The interleaver enti-
ties 422a-d are then provided to interleave the data followed
by the QAM mapping entities 424a-d. A STBC entity 426
receives the data streams from each of the QAM mapping
entities. The STBC entity can either be configured to provide
STBC processing for one physical channel or to provide
STBC processing over multiple physical channels. For
example, if one pair of chains is assigned to one physical
channel and the other pair of chains is assigned to another
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physical channel to provide for each physical channel a STBC
operation with two chains, the STBC entity 426 is configured
to provide STBC processing separate for each pair of chains.
If for example one chain is assigned to one physical channel
and the other three chains are assigned to another physical
channel with STBC operation, the STBC entity 426 may be
configured to provide STBC processing for the three chains
operating in the same physical channel while the one channel
assigned to the other physical channel may not require STBC
processing. Downstream of the STBC entity 426, the CSD
entities 428a-d are receiving the streams from the STBC
entity 426. After providing CSD processing, the CSD entities
428a-d pass the streams to a spatial mapping entity 430a
which may be configurable similar to the STBC entity 426 to
provide a common spatial mapping processing for chains
operating in the same physical channel or for chains in dif-
ferent physical channels. IFFT entities 432a-432d and Prefix/
window entities 434a-d are then processing the data streams.
The RF interface 435 receiving the data stream from the
Prefix/Window entities 434a-d provides the baseband signal
to a radio circuit to modulate the baseband signal onto the
carrier signal or carrier signals. It is to be noted that in the
normal MIMO operation utilizing all 4 chains, the carrier
signal is the same for each of the 4 chains, while in the
bundling operation base band signals of chains assigned to
different physical channels are modulated on carrier signals
with different frequencies. This challenges the radio circuit to
provide mixers for each chain which are capable of providing
in the normal MIMO mode mixing for all chains with the
same frequency and in the bundling mode mixing such that at
least some of the baseband signals are mixed with carrier
signals of different frequencies.

One embodiment of a radio circuit which can be configured
to provide MIMO operation for all 4 chains as well as bun-
dling of two different physical channels is shown in FIG. 6.
The radio circuit 600 comprises a first signal generator 602
operating with a first frequency f1 and a second signal gen-
erator 604 operating with a second frequency f2. The output
of' the first signal generator 602 is coupled to first inputs of a
plurality of multiplexers 608a-d. The output of the second
signal generator 604 is coupled to second inputs of the plu-
rality of multiplexers 608a-d. The outputs of the plurality of
multiplexers are coupled to first inputs of a plurality of mixers
606a-d. Second inputs 612a-d of the plurality of mixers
606a-d are coupled to the plurality of chains to receive the
baseband signal from the chains. The output of each mixer is
coupled to a respective antenna to transmit the modulated
signal.

The radio circuit is fully configurable to provide based on
a configuration signal to each of the mixers 606a-d selectively
the frequency fl1 or 2. In Normal-MIMO mode, all of the
mixers may either receive the carrier signal from generator
602 to modulate all four baseband signals with frequency f1
and provide MIMO operation with frequency f1 or all of the
mixers may receive the carrier signal from generator 604 to
modulate all four baseband signals with frequency {2 and
provide MIMO operation with frequency f2. In bundling
operation, some of the mixers may receive the carrier signal
from the first generator 602 to provide transmission on a first
physical channel with frequency f1 and some others of the
mixers may receive the carrier signal from the second gen-
erator to provide the transmission on the second physical
channel with frequency f2. The configuration is fully flexible,
allowing for example in one configuration to combine two
chains to transmit on the first physical channel with 2x2 or
2xN MIMO and to transmit on the second physical channel
with 2x32 or 2xN MIMO or to transmit in one configuration
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such that 3 channels are combined to transmit on the first
physical channel with frequency 1 in 3x3 or 3xN MIMO and
one channel is transmitting in non-MIMO operation on the
second physical channel with frequency f2. N may hereby
indicated a placeholder for any integer number. Furthermore,
by adding additional generators for generating other frequen-
cies, the system may be configurable to provide 4 different
frequencies to the mixers allowing to bundle 4 physical chan-
nels transmitting in non-MIMO operation. It is further to be
understood that the generators 602 and 604 as well as the
above described additional generators may be provided tun-
able allowing not only to provide a fixed frequency but to tune
the carrier signal provided by each of the generators to dif-
ferent frequencies.

The person skilled in the art will recognize that above
described architecture allows to provide a fully-flexible trans-
ceiver which is capable to provide a full-MIMO operation
wherein the chains are utilized in common for a MIMO opera-
tion, a bundled MIMO operation wherein transmission is
provided on different physical channels, i.e. different fre-
quencies but each of the physical channel uses a MIMO
operation, an operation wherein one physical channel oper-
ates in MIMO and the other physical channel is not operating
in MIMO and a full-non-MIMO bundling operation wherein
each of the physical channels is bundled and operates not in
MIMO. It is further to be noted that the embodiment
described in FIGS. 5 and 6 can be combined with the embodi-
ment described in FIG. 4. In this case, the entities which are
shown in FIG. 5 as single entities are configurable also to
provide the independent operation as described in FIG. 4.
This allows to utilize the system with fully independent bun-
dling having the advantage of transmitting on each physical
channel whenever a channel is available as well as allowing
the normal MIMO operation for all channels.

It is further to be understood that the number of channels
described above is only of exemplary character and that any
other number of channels can be provided for each of the
above described operations. In other words, the number of
channels may be 2, 3,4, 5,6,7,8, 9, 10 etc. Furthermore, the
number of chains described above is only of exemplary char-
acter and any other number of chains may be utilized in other
implementations. In other words, the number of chains may
be 2,3, 4, 5 etc.

In the above description, embodiments have been shown
and described herein enabling those skilled in the art in suf-
ficient detail to practice the teachings disclosed herein. Other
embodiments may be utilized and derived there from, such
that structural and logical substitutions and changes may be
made without departing from the scope of this disclosure.

This Detailed Description, therefore, is not to be taken in a
limiting sense, and the scope of various embodiments is
defined only by the appended claims, along with the full range
of equivalents to which such claims are entitled.

Such embodiments of the inventive subject matter may be
referred to herein, individually and/or collectively, by the
term “invention” merely for convenience and without intend-
ing to voluntarily limit the scope of this application to any
single invention or inventive concept if more than one is in
fact disclosed. Thus, although specific embodiments have
been illustrated and described herein, it should be appreciated
that any arrangement calculated to achieve the same purpose
may be substituted for the specific embodiments shown. This
disclosure is intended to cover any and all adaptations or
variations of various embodiments. Combinations of the
above embodiments, and other embodiments not specifically
described herein, will be apparent to those of skill in the art
upon reviewing the above description.
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It is further to be noted that specific terms used in the
description and claims may be interpreted in a very broad
sense. For example, the terms “circuit” or “circuitry” used
herein are to be interpreted in a sense not only including
hardware but also software, firmware or any combinations
thereof. The term “data” may be interpreted to include any
form of representation such as an analog signal representa-
tion, a digital signal representation, a modulation onto carrier
signals etc. Furthermore the terms “coupled” or “connected”
may be interpreted in a broad sense not only covering direct
but also indirect coupling.

The accompanying drawings that form a part hereof show
by way of illustration, and not of limitation, specific embodi-
ments in which the subject matter may be practiced.

The Abstract of the Disclosure is provided to comply with
37 C.FR. §1.72(b), requiring an abstract that will allow the
reader to quickly ascertain the nature of the technical disclo-
sure. It is submitted with the understanding that it will not be
used to interpret or limit the scope or meaning of the claims.
In addition, in the foregoing Detailed Description, it can be
seen that various features are grouped together in a single
embodiment for the purpose of streamlining the disclosure.
This method of disclosure is not to be interpreted as reflecting
an intention that the claimed embodiments require more fea-
tures than are expressly recited in each claim. Rather, as the
following claims reflect, inventive subject matter lies in less
than all features of a single disclosed embodiment. Thus the
following claims are hereby incorporated into the Detailed
Description, with each claim standing on its own as a separate
embodiment.

What is claimed is:

1. A method of transmitting a data stream in a communi-
cation network from a transmitter to a receiver comprising:

bundling at least a first physical channel and a second

physical channel on which data is transmitted, wherein

the bundling of the first physical channel and the second

physical channel comprises:

fragmenting data units of the data stream;

separating the data stream comprising the fragmented
data units into a first partial data stream and a second
partial data stream, wherein the separating into first
and second partial streams is provided between a
MAC layer and a layer 3 (Network Layer) of an OSI
model or at a sublayer higher than a MAC extent
sublayer;

providing for the first and second partial data streams an
indication to indicate a position in the data stream;

transmitting the first partial data stream on the first
physical channel from the transmitter to the receiver
and the second partial data stream on the second
physical channel from the transmitter to the receiver,
wherein transmitting of the first partial data stream on
the first physical channel is independent from trans-
mitting the second partial data stream on the second
physical channel, the first partial data stream provided
by a first MAC entity and the second partial data
stream provided by a second MAC entity being sched-
uled for transmission independently; and

aggregating the first and second partial data streams at
the receiver to retrieve the data stream, wherein aggre-
gating the first and second partial data streams com-
prises: aggregating the first and second partial data
streams based on the indication.

2. The method according to claim 1, further comprising:

determining whether the first physical channel is occupied

by a data transfer of another transmitter of the network;
and
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transmitting data of the first partial data stream on the first
physical channel when it is determined that the first
physical channel is not occupied.

3. The method according to claim 2, wherein data is trans-

mitted every time the first physical channel is not occupied.

4. The method according to claim 2, further comprising:

determining whether the second physical channel is occu-
pied by a data transfer from another transmitter of the
network; and

transmitting the first partial data stream on the first physical
channel independent whether the second channel is
occupied and transmitting the second partial data stream
on the second physical channel independent whether the
first physical channel is occupied.

5. The method according to claim 2, wherein the determin-
ing whether the first and second physical channel is occupied
is contention window based.

6. The method according to claim 2, wherein data trans-
mitted on the first physical channel are fragmented data units
and wherein determining whether the first physical channel is
occupied is provided before each transmission of a frag-
mented data unit.

7. The method according to claim 1, wherein the first
physical channel is a physical channel of a shared transmis-
sion medium.

8. The method according to claim 1, wherein the first and
second physical channel are selected from a group including
a frequency channel of a plurality of frequency channels, a
frequency band of a plurality of frequency bands, a wired
transmission line, a timeslot.

9. The method according to claim 1, wherein at least one of
the first and second physical channel is selected from a group
including a WLAN channel of a plurality of WLAN channels
and a WLAN frequency band of a plurality of WLAN fre-
quency bands.

10. The method according to claim 1, further comprising
transmitting the data stream in a non-independent transmis-
sion from the transmitter to the receiver, wherein in the non-
independent transmission data are transmitted in the first and
second physical channel only when both the first and second
physical channel are not occupied by data transmission from
at least one other transmitter of the network.

11. The method according to claim 1, wherein the first
physical channel or the second physical channel utilize
MIMO operation.

12. A transmitter comprising:

an input to receive a data stream to be transmitted from the
transmitter to a receiver;

a bundling entity to fragment data units of the data stream
and to separate the data stream comprising the frag-
mented data units into at least first and second partial
data streams and to distribute the partial data streams to
a first MAC entity and a second MAC entity,

wherein the bundling entity is provided in a MAC layer
above a MAC-extent sublayer or between the MAC
layer and layer 3 of an OSI model (Network Layer);

the first MAC entity being configured to provide a part of
the MAC processing for the first partial data stream; and

the second MAC entity being configured to provide a part
of the MAC processing for the second partial data
stream;

wherein the first and second MAC entities are further con-
figured to provide the part of the MAC processing in the
first MAC entity independent from the part of the MAC
processing in the second MAC entity;

wherein the transmitter is configured to provide scheduling
of'the first partial data stream for transmission in the first
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MAC entity independent of the scheduling of the second
partial data stream for transmission in the second MAC
entity.

13. The transmitter according to claim 12, wherein the first
and second MAC entities are configured to provide at least
MAC-extent processing in the first MAC entity independent
from MAC-extent processing in the second MAC entity.

14. The transmitter according to claim 12, wherein the
transmitter is capable to transmit the first partial data stream
over the first physical channel when the second physical
channel is occupied.

15. The transmitter according to claim 12, wherein the
bundling entity is configured:

to determine whether the data transmission capacity of one
of'the first physical channel or the second physical chan-
nel is below a first threshold and

based on the determination that the capacity of the one of
the first or the second physical channel is below the first
threshold to perform at least one of the following:

eliminate the one of the first or the second physical channel
from the bundling such that the transmitter operates in a
non-bundling mode;

initiate reactivation of the one of the first or the second
physical channel; and

replace the one of the first or the second physical channel
by another physical channel.

16. A receiver comprising:

a first input to receive from a first physical channel frag-
mented data units of a first partial data stream to be
transmitted from a transmitter to the receiver;

a second input to receive from a second physical channel
fragmented data units of a second partial data stream;

afirst MAC entity to provide a part of the MAC processing
for the first partial data stream;

a second MAC entity to provide a part of the MAC pro-
cessing for the second partial data stream;

abundling entity, wherein the bundling entity is configured
to combine at least the first and second partial data
streams into a single data stream, wherein the first and
second MAC entity are configured to provide the part of
the MAC processing in the first MAC entity independent
from the part of the MAC processing in the second MAC
entity, wherein the bundling entity is provided ina MAC
data plane or between a MAC layer and a layer 3 (Net-
work Layer),

wherein the bundling entity is further configured to de-
fragment the fragmented data units of the single data
stream.

17. The receiver according to claim 16, further comprising,

a butfer to store at least one fragmented data unit received
via the first or second physical channel to compensate
for time delays when the first or second channel has been
occupied by another transmitter.

18. The receiver according to claim 16, wherein the bun-
dling entity is configured to receive a request and to perform
one of the following:

decoupling the one of'the first or the second physical chan-
nel from the bundling entity based on the request and

coupling the bundling entity to a new physical channel
based on the request.
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19. The receiver according to claim 16, further comprising:

a buffer to buffer first and second partial data streams
transmitted over the first and second physical channel to
compensate for delay in the transmission;

a sequence analyzer to analyze identifications of the first
and second partial data streams and to determine posi-
tions of the first and second partial data streams in the
data stream; and

wherein the bundling entity is configured to aggregate the
first and second partial data streams based on the deter-
mined positions of the first and second partial data
streams.

20. A communication system comprising:

a transmitter, the transmitter comprising:

a first input to receive a data stream to be transmitted;

a first bundling entity to fragment data units of the data
stream and to separate the data stream comprising the
fragmented data units into at least first and second partial
data streams and to distribute the first and second partial
data streams to a first MAC entity and a second MAC
entity, wherein the first bundling entity is provided in a
MAC layer above a MAC-extent sublayer or between
the MAC layer and a layer 3 (Network Layer) of an OS]
model,;

the first MAC entity being configured to provide at least a
part of the MAC processing for the first partial data
stream; and

the second MAC entity being configured to provide at least
apart of the MAC processing for the second partial data
stream;

wherein the first and second MAC entities are further con-
figured to provide a part of the MAC processing in the
first MAC entity independent from a part of the MAC
processing in the second MAC entity;

a receiver, the receiver comprising:

a second input to receive from the first physical channel the
first partial data stream transmitted from the transmitter
to the receiver;

a third input to receive from the second physical channel
the second partial data stream;

athird MAC entity to provide a part of the MAC processing
for the first partial data stream; and

a fourth MAC entity to provide a part of the MAC process-
ing for the second partial data stream;

a second bundling entity, wherein the second bundling
entity is configured to combine at least the first and
second partial data streams into a single data stream,
wherein the third and fourth MAC entities are config-
ured to provide the part of the MAC processing in the
third MAC entity independent from the part of the MAC
processing in the fourth MAC entity,

wherein the second bundling entity is provided in a MAC
data plane or between a MAC layer and a layer 3 (Net-
work Layer),

wherein the second bundling entity is further configured to
aggregate the fragmented data units of the single data
stream.



